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 Single-Chip USB to UART Data Transfer
- Integrated USB transceiver; no external resistors
required
- Integrated clock; no external crystal required
- Integrated 1024-Byte EEPROM for vendor ID, product
ID, serial number, power descriptor, release number,
and product description strings
- On-chip power-on reset circuit
- On-chip voltage regulator: 3.3 V output
- 100% pin and software compatible with CP2101
USB Function Controller
- USB Specification 2.0 compliant; full-speed (12 Mbps)
- USB suspend states supported via SUSPEND pins
Asynchronous Serial Data BUS (UART)
- All handshaking and modem interface signals
- Data formats supported:
- Data bits: 5, 6, 7, and 8
- Stop bits: 1, 1.5, and 2
- Parity: odd, even, mark, space, no parity
- Baud rates: 300 bps to 1 Mbits
- 576 Byte receive buffer; 640 byte transmit buffer
- Hardware or X-On/X-Off handshaking supported
- Event character support
- Line break transmission
Virtual COM Port Device Drivers
- Works with Existing COM Port PC Applications
- Royalty-Free Distribution License
- Windows Vista/XP/Server 2003/2000/98SE
- Mac OS-X / OS-9
- Linux
USBXpress™ Direct Driver Support
- Royalty-Free Distribution License
- Windows Vista/XP/Server 2003/2000
- Windows CE 5.0 and 4.2
Example Applications
- Upgrade of RS-232 legacy devices to USB
- Cellular phone USB interface cable
- PDA USB interface cable
- USB to RS-232 serial adapter
Supply Voltage
- Self-powered: 3.0 to 3.6 V
- USB bus powered: 4.0 to 5.25 V
Package
- Lead free 28-pin QFN (5 x 5 mm)
Ordering Part Number
- CP2102-GM
Temperature Range: –40 to +85 °C
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 USB转TTL串口模块的原理图，用的是CP2102芯片，USB可以直连电脑，串口5线输出5V、3.3V、TXD、RXD、GND
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 可以在Linux中安装CP2102，里面有CP2102的源码，你可以Linux系统下运行它
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 CP2102设计USB转485_232_TLL串口，收发信号隔离的USB转串口PDF原理图文件
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 新一代usb转串口接口芯片CP2102 ， 串口数据线 数据传输。具有高速稳定、比较贵的特点。
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 CP2102V02使用说明以及电路图.pdf
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 ESP8266 Nodemcu1.0 CP2102原理图190727.pdf
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 CP2101中文资料.pdf,讲述很详细的，是不错的，需要的朋友可下载。
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 欧姆龙plc可编程控制器CP1Epdf,欧姆龙可编程控制器CP1E小型PLC ：经济、易用、高效，E型基本型CPU单元，提供具有高性价比的基本功能及更方便的应用。N和NA型应用型CPU单元，支持可编程终端(PT)连接、位置控制以及...



 cs8412cp  pdf资料
 浏览：92
 
 cs8412-cp的详细资料，官方pdf文件，供有需要的朋友下载
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 彩星cp2138.pdf电路图 发个很少的电路图
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 富士_手册 新CP30F 系列pdf,富士_手册 新CP30F 系列介绍： 1、特点 1).超薄型，每极宽度为 17.5mm 2).标准产品，符合多规格 GB（CCC）、IEC/EN（CE）、UL/CSA、KC（韩国）、JIS、PSE（日本） 3).AC/DC 两用（1 极、2...
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 通信手册\CP 340 Manual.pdfpdf,通信手册\CP 340 Manual.pdf
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 单芯片 USB 转 UART 数据转换器 - 集成的 USB 收发器无需外部电阻 - 集成的时钟无需外部振荡器 - 集成的 512 字节 EEPROM 用于为供应商代码产品代码序列号功率标牌版本号和产品描述等数据提供存储空间 ...
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 CP2104—USB转串口芯片中文手册



 IPMA-CP介绍.pdf
 浏览：126
 
 IPMA-CP介绍.pdf
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 CP2104是高度集成的USB至UART桥接控制器,提供了一种简单的解决方案，可使用最少的组件和PCB面积将RS-232 / RS -485设计更新为USB。
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 VMware Workstation 16虚拟机安装包



 max30102实战资料，全部免费开源，包含硬件设计，下位机程序，上位机程序，结构设计
 浏览：3
  5星 · 资源好评率100%

 max30102实战资料，全部免费开源，包含硬件设计，下位机程序，上位机程序，结构设计
100%开源，非常简单，这里温馨提示和说明，本设计只试用于手指测量，不可作为商业试用，如有不良后果本博主不负任何责任，本文件全套调试通过，手指正常测量试用，可以在此基础上二次更改



 FinalShell安装包，让用户通过SSH、Telnet或者RDP等协议连接到远程服务器或设备，实现远程控制和管理
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 FinalShell是一款功能强大的远程终端软件，它可以让用户通过SSH、Telnet或者RDP等协议连接到远程服务器或设备，实现远程控制和管理。FinalShell支持多标签页、会话管理、命令自动补全、命令批量执行等功能，用户可以方便地在多个终端之间切换，同时也可以对会话进行分组管理。此外，FinalShell还提供了强大的文件传输功能，用户可以直接在本地和远程设备之间进行文件的上传和下载。Fi
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 安装方法：http://t.csdnimg.cn/6GUug





 黑白群晖 DSM7.X 监控套件 SurveillanceStation-x86-64-9.1.1-10728 学习版
 浏览：160
  3星 · 编辑精心推荐

 黑白群晖 DSM7.X 监控套件 SurveillanceStation 授权 教程
教程：https://blog.csdn.net/maxage/article/details/131023919

仅供学习研究使用，请勿用于商业用途。

SurveillanceStation 的功能和特点：

视频监控管理：SurveillanceStation 提供直观的用户界面，方便用户管理和监控多个网
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 openssh-server离线安装包
三个.deb文件
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 SecureCRT介绍：这款工具可以帮助我们在Windows下面操作Linux系统。
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CP2102
SINGLE-CHIP USB TO UART BRIDGE
Single-Chip USB to UART Data Transfer
-
Integrated USB transceiver; no external resistors 
required
- Integrated clock; no external crystal required
- Integrated 1024-Byte EEPROM for vendor ID, product 
ID, serial number, power descriptor, release number, 
and product description strings
- On-chip power-on reset circuit
- On-chip voltage regulator: 3.3 V output
- 100% pin and software compatible with CP2101
USB Function Controller
-
USB Specification 2.0 compliant; full-speed (12 Mbps)
- USB suspend states supported via SUSPEND pins
Asynchronous Serial Data BUS (UART)
-
All handshaking and modem interface signals
- Data formats supported: 
- Data bits: 5, 6, 7, and 8
- Stop bits: 1, 1.5, and 2
- Parity: odd, even, mark, space, no parity
- Baud rates: 300 bps to 1 Mbits
- 576 Byte receive buffer; 640 byte transmit buffer
- Hardware or X-On/X-Off handshaking supported
- Event character support 
- Line break transmission
Virtual COM Port Device Drivers
-
Works with Existing COM Port PC Applications
- Royalty-Free Distribution License
- Windows Vista/XP/Server 2003/2000/98SE
- Mac OS-X / OS-9
- Linux 
USBXpress™ Direct Driver Support
-
Royalty-Free Distribution License
- Windows Vista/XP/Server 2003/2000
- Windows CE 5.0 and 4.2
Example Applications
-
Upgrade of RS-232 legacy devices to USB
- Cellular phone USB interface cable
- PDA USB interface cable
- USB to RS-232 serial adapter
Supply Voltage
-
Self-powered: 3.0 to 3.6 V
- USB bus powered: 4.0 to 5.25 V
Package
-
Lead free 28-pin QFN (5 x 5 mm)
Ordering Part Number
-
CP2102-GM
Temperature Range: –40 to +85 °C
Figure 1. Example System Diagram
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1.  System Overview
The CP2102 is a highly-integrated USB-to-UART Bridge Controller providing a simple solution for updating RS-232
designs to USB using a minimum of components and PCB space. The CP2102 includes a USB 2.0 full-speed
function controller, USB transceiver, oscillator, EEPROM, and asynchronous serial data bus (UART) with full
modem control signals in a compact 5 x 5 mm QFN-28 package. No other external USB components are required.
The on-chip EEPROM may be used to customize the USB Vendor ID, Product ID, Product Description String,
Power Descriptor, Device Release Number, and Device Serial Number as desired for OEM applications. The
EEPROM is programmed on-board via the USB allowing the programming step to be easily integrated into the
product manufacturing and testing process.
Royalty-free Virtual COM Port (VCP) device drivers provided by Silicon Laboratories allow a CP2102-based
product to appear as a COM port to PC applications. The CP2102 UART interface implements all RS-232 signals,
including control and handshaking signals, so existing system firmware does not need to be modified. In many
existing RS-232 designs, all that is required to update the design from RS-232 to USB is to replace the RS-232
level-translator with the CP2102. Direct access driver support is available through the Silicon Laboratories
USBXpress driver set.
An evaluation kit for the CP2102 (Part Number: CP2102EK) is available. It includes a CP2102-based USB-to-
UART/RS-232 evaluation board, a complete set of VCP device drivers, USB and RS-232 cables, and full
documentation. Contact a Silicon Labs’ sales representatives or go to www.silabs.com to order the CP2102
Evaluation Kit.
2.  Absolute Maximum Ratings
Table 1. Absolute Maximum Ratings
Parameter Conditions Min Typ Max Units
Ambient temperature under bias
–55 — 125 °C
Storage Temperature
–65 — 150 °C
Voltage on any I/O Pin or RST
 with respect to GND
–0.3 — 5.8 V
Voltage on V
DD
 with respect to GND
–0.3 — 4.2 V
Maximum Total current through V
DD
 and GND
——500mA
Maximum output current sunk by RST
 or any I/O pin
——100mA
Note: Stresses above those listed may cause permanent damage to the device. This is a stress rating only, and functional 
operation of the devices at or exceeding the conditions in the operation listings of this specification is not implied. 
Exposure to maximum rating conditions for extended periods may affect device reliability.
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